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General specifications, Type A (fully inhibited high grade oils)

Limits
Property Test method . Low temperature
Transformer oil switchgear oils

1 — Function

icosty at50°Cr | 150 0108 orASTM D042 | Wax redommin | -
Veowyasoor | Ecews | - | wecaomws

. . |ISO 12185 @ or ISO 3675 or 3
Density at 20 °C ASTM D7042 Max. 895 kg/m

2 — Refining/stability
rerearance . . - i

rotentially cofSS iE-C 62835 Not corrosive
sulphur

DBDS IEC 62697-1 Not detectable (< 5 mg/kg)

(1) Inhibited oil: 0,08 % to 0,40 %
(see 3.7)

Metal passivator additives EC 60666 Not detectable (< 5 mg/kg), or as agreed upon with
of IEC 60666 the purchaser

2-furfural and related Not detectable (< 0,05 mg/kg) for each individual
IEC 61198
compounds content compound

Procedure in Clause A.4 Non stray gassing:

(oIl saturated with air) in < 50 pl/l of hydrogen (H,) and < 50 pl/l methane
the presence of copper CH,) and < 50 pl/l ethane (C,H,)

Inhibitors of IEC 60666 |IEC 60666

Stray gassing under
thermo-oxidative stress

3 — Performance

IEC 61125: Test duration For olls with other antioxidant additives and metal
o | passivator additives, see 6.12.2

(1) Inhibited oil: 500 h

8.

— Total acidity " 4.8.4 of IEC 61125:2018 Max. 0,3 mg KOH/g
— Sludge " 4.8.1 of IEC 61125:2018 Max. 0,05 %
— DDF at90 °C " 4.8.5 of IEC 61125:2018 Max. 0,050

4 — Health, safety and environment (HSE)

Flash point 1ISO 2719 Min. 135 °C Min. 100 °C
PCA content’ [P 346 <3 %

PCB content |[EC 61619 Not detectable (< 2 mg/kg)

Oxidation stability
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4 Reference method.

This is the standard LCSET for a transformer oil (see 6.1) and can be modified depending on the climatic
condition of each country. Pour point should be minimum 10 °C below LCSET.

¢ Standard LCSET for low temperature switchgear oil.
For bulk supply.

°  For delivery in drums and IBC.

After laboratory treatment (see 6.4).

9 The supplier shall declare the chemical family and function of all additives (3.3), and the concentrations in the
cases of inhibitors, antioxidants and passivators (3.4).

At the end of oxidation stability tests.

' |n some countries there can be additional requirements, e.g. REACH in the EU.

' Some individual PAH compounds can be determined by EN 16143.
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